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MÜTHING MULCHERS

A: Optimised mulcher hood with a larger open front
    - for better material feed                

B: Efficient suction and blade clearance    
    - for a greater suction effect and better material uptake 

C: Adjustable cutting bar (optional)  
    - for various shredding ratios when meeting different requirements  

D: Longer shredding channel with "Shark fin" short shredding bar system
    - for optimum shredding and defribration

E:  Rear roller close to the rotor
    - for good ground contour following and loose deposition of mulch 
    material behind the rear roller

F:  MU-L Vario: rear roller that can be moved backwards, 
    equipped with an adjustable scraper bar (optional)      

- to expand the possible applications in difficult weather 
    and soil conditions                                 

G: MU-L Vario: Extremely narrow side skids  
    - to avoid heap formation

H: MU-H + MU-L Vario: Front and rear linkage (optional)
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MU-H VARIO

Working width (cm)

Overall width (cm)

Side shift (cm) 

HP at 540 rpm (max.) 

HP at 1000 rpm (max.)

Weight (kg)

"M" hammer flails (no.)

"M" shackle flails (no.)

Front and rear mulcher up to 90 HP
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MU-L VARIO

Working width (cm)

Overall width (cm)

HP at 540 rpm (max.) 

HP at 1000 rpm (max.)

Weight (kg)

"M" hammer flails (no.)

"M" shackle flails (no.)

Front and rear mulcher up to 130 HP
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Narrow blade clearance:
For short material or for
large quantities of material
that requires intensive
shredding

Medium blade clearance:
Standard setting for 
effective shredding in 
normal conditions  

Wide blade clearance:
For tall crops or for large
quantities of material that
does not require very 
intensive shredding

MU Vario
The new generation of mulchers from Müthing
for all ranges of application throughout the year.
Economical – ecological – adaptable – efficient

Vario mulching systems

-  Optimised hood shape with efficient shredding channel for 
  better mulching quality and defibration

-  Variable adjustment of the shredding ratio and the 
  suction/feed capacity for different requirements

-  Option for easy adjustment of the rear roller for use even in 
difficult weather and soil conditions

-  TÜV-certified thrownobject test according to ISO 17101-2 
for optimal safety. 

For mulching that saves time and energy

®

economical – ecological – adaptable – efficient

®

*further information: Field test by the Landwirtschaftskammer Nordrhein-Westfalen 
  (Chamber of Agriculture for North Rhine-Westphalia) and by the Landesanstalt für Landwirtschaft 
  Freising-Weihenstephan (regional body for agriculture).  
  Request independent test reports. See: www.landwirtschaftskammer.de/landwirtschaft/technik
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Sponsored by:

MU-H Vario MU-L Vario

Technical specifications Vario mulching systems

since 1898 - tradition to build the future

since 1898 - tradition to build the future












